
 

 
 

VK-220 
Balanced Power Amplifier 

 
Balanced Audio Technology is pleased to introduce the VK-220 balanced power amplifier. The VK-220 power 
amplifier is an all new design that offers superb musicality and power in a compact chassis. The VK-220 is a perfect 
complement to the newly introduced VK-3ix balanced preamplifier.  Together they form a wonderful synergy that 
belies their affordable pricing. 
   
Effortless dynamics 
 
The VK-220 balanced power amplifier design is based upon the award winning topology used in BAT’s reference 
VK-6200 multi-channel power amplifier.  With 125 watts per channel available into eight-ohm loads, and 250 watts 
per channel into four-ohm loads, the VK-220 power amplifier is a compact power-house!  The dynamic authority of 
the VK-220 is evident on even difficult speaker loads, and provides an unstrained ease on even the most demanding 
recordings.  For even greater dynamic authority, add the optional VK-220 BAT-PAK  to increase the power supply 
energy storage by a factor of five! 
 
 
Superb construction 
 
The VK-220 features the same extraordinary build quality offered throughout the Balanced Audio Technology 
product line.  From the meticulous layout of the printed circuit board, to the oversized 700 VA toroidal power 
transformer, to the elegant beauty of the industrial design, the VK-220 is a power amplifier that is built as superbly 
as it sounds.  



 
 
Compelling Musicality 
 
Like all of Balanced Audio Technology’s products, the VK-220 excels at reproducing the rich colors, subtle 
textures, and powerful emotions portrayed in your favorite musical selections.  The balanced circuit topology of the 
VK-220 not only reproduces the finest musical detail, but excels at conveying the deep silence between the notes.  
When you combine these attributes with the stellar dynamic capability of the VK-220, you’ll hear a balance of 
virtues you never thought possible in such a compact and affordable design.    

 
 

Specifications 
Output Power into 8 Ohms   125W 
Output Power into 4 Ohms   250W 
(Both at less than .2% THD) 
 
Frequency Response   2Hz to 200kHz 
 
Input Impedance   47kW 
 
Gain     23dB  
 
Dimensions    19” x 6.5” x 16” 
 
Weight     75lb 

 
Features 

Optional BAT-PAKTM   
12V Remote Control Trigger Input and Output 
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