VK-55

Balanced Power Amplifier

The Balanced Audio Technology VK-55 represents BAatest application of modern design principleth®
development of a compact, affordable, yet supremady to use tube power amplifier that sets a nemdard for
musicality in its class. The result is a unique bomation of fully balanced, all-triode design topgy, combined
with selectable feedback, automatic biasing ofvilial output tubes, and a marvelously simple upgnaath to
monoblock application — all in a chassis that i%%3Bore compact than any previous BAT tube desigiore
importantly, the VK-55 is eminently affordable asliv

Effortless dynamics

The VK-55 offers the same world-class automaticslgiacuit found in our reference VK-150SE tube powe
amplifiers. This advanced design eliminates thditicmal headache associated with the ownershiofium tube
power amplifiers; the constant need to set andjustathe proper bias of the output tubes. Justtiue VK-55 on
and play music! The automatic bias circuit autooally compensates for tube warmup, aging or partial
mismatching of tubes’ as well as fluctuations irelivoltage.

Compact powerhouse

Many of our customers have asked for a smallemamie affordable tube amplifier that meets BAT rigus
design standards while providing the breath oftlifenusic that is characteristic of the BAT sourkar those
customers, the VK-55 is the answer to their dreaMsteover, by using the same high-current dualdii
6C33C-B tube employed in our flagship tube ampilifiee VK-55 delivers the high-current kick neededirive
more difficult low-impedance speaker loads.



Sensible Upgrade Path

The VK-55 is available as either a 55 watt per clehstereo amplifier or a 110 watt per channel nvbock power
amplifier. Start with a single stereo VK-55 angafu ever change speakers or simply want more powercan
buy a second amplifier and have your stereo usityeapdated to monoblock status.

Musical Insight
The VK-55 offers the midrange clarity, power, anygh@mics that have made BAT one of the most resgduriends
in high-end audio. The VK-55 is able to presentagital open window to the original performanced arcloser

emotional connection to the artistry of the mu¥ifisit your BAT audio specialist today. All you e do is
listen!

Specifications

Output Power (Stereo Model) 55W
Output Power (Monoblock) 110w
(At less than 3 % THD)
Frequency Response 12Hz to 80kHz
Input Impedance 215K
Gain (nominal into 8 Ohms) 25dB/20dB
Dimensions 17" x 16" x 8”
Weight 50Ib
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